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1. Power Up unit, verify HV output is off and not connected 

2. Press OK to enter the Main Menu 

3. Under SYS menu 

a. select SIZE 

i. use   to enter 0040, press OK 

ii. use &   to say YES to commit changes, press OK, then press OK again to continue 

b. select UNITS 

i. use &   to select Torr, press OK 

ii. use &   to say YES to commit changes, press OK 

c. select SETPOINT 

i. use &   arrows to change to the PRESSURE state, press OK 

ii. use   to set OFF to 9.3e-8 Torr, press OK 

iii. use   to set ON to 9.2e-8 Torr, press OK 

iv. use &   to say YES to commit changes, press OK 

Calculation from Gamma Vacuum 

   Pressure [Torr] 0.066 Amps 5600 Volts Units CalFactor PumpSize    

   8 6
9.24 10 0.066 50 10 5600 5000 1 1 40

 
        

d. select FACTOR 

i. use   to enter 1.00, press OK 

ii. use &   to say YES to commit changes, press OK 

4. Under OUTPUT menu 

a. Select VOLTAGE 

i. use   to enter 5000, press OK 

ii. use &   to say YES to commit changes, press OK 

b. Select CURRENT 

i. use &   to select 10 mA, press OK 

ii. use &   to say YES to commit changes, press OK 

c. Select MONITOR 

i. use &   arrows to select Current (logarithmic), press OK 

ii. use &   to select High Value High Signal, press OK 

iii. use &   to set offset to 12, press OK 

iv. use &   to say YES to commit changes, press OK 

5. Under SUPPLY menu 

a. Select AUTO HV 

i. use &   arrows to select Enabled, press OK 

ii. use &   to say YES to commit changes, press OK 

6. Under CONFIG menu 

a. Select PUMP NAME 

i. use   arrows to select name as L:PAxION, press OK 

ii. use &   to say YES to commit changes, press OK 

b. Select LCD TIMEOUT 

i. use &   arrows to select OFF, press OK 

ii. use &   to say YES to commit changes, press OK 

7. Under DIAG menu 

a. Select CALIBRATE, press OK, press OK to commit changes, then press OK when done 

8. Press and hold red HV button for 2 seconds to turn on high voltage 

9. Use &   arrows to change the screen to display Amps as the primary units 


